HASII{-500SW(GW-V)

Slim profile, yet rigid robot for larger molding machines 400~650ton

|.M.M. Size

15~650ton

Specifications

Main arm vertical stroke (mn) 1300 (1400)

Sub arm vertical stroke  (mn) - 1300 (1400)

Main arm strip stroke ~ (mm) 1175 (175~1350) 1100 (250~1350)

Sub arm strip stroke (mm) - 1080 (140~1260)

Traverse stroke (mm) 2000 (2400)

Gripper center to top platen (mm) 300

Max. distance between main am and fixed pleten (mm) 1350

Min. distance betwen sub arm and fieed platen ~ (mm) - 95

Max. payload (kg) 15 (Including attachment)

Weight (ke) 473

Working air pressure (Mpa) 0.5

Air onsumpton (Ntioyo 125" More stylish and more reasonable with HAS I'hody and sophisticated
Drive system Digital AC servo motor (traverse, main & sub vertical, main & sub strip) con I ro I ’ or '-"'.“.H'fl.’ff["rl Ed | H-E'I 1 i"-. |':1{‘.1 ory ] [ ji- H HF p ri 0%,
Control system PTP-CP r

Power supply (V) 200VAC=10%, 3-phase(50Hz,”60Hz)

¢ Additional 63N £ /min is needed when vacuum ejector is used.
( ) dimensions for option.
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This catalogue uses 100% recycled paper.







