I.M.M. Size
650TYPE

550~650ton

850TYPE
650~850ton

HAS Ile-650/850SW(GW-V)

*The step at the rear of HAS I e robot is mounted standard.
The height of a spacer depends on your request.

Specifications

“ HASTe—650SW HASTe—650GW-V HASTe—850SW HASTe—850GW-V

Main arm vertical stroke (mm) 1500 1600

Sub arm vertical stroke (mm) - 1550 — 1650

Main arm strip stroke (mm) 980 (270~1250) 790 (460~1250) 1100 (270~1370) 910 (460~1370)
Sub arm strip stroke (m) - 790 (180~970) - 910(180~1090)
Traverse stroke (mm) 2400 3000

Gripper center to top platen (mm) 251 (Excluding a spacer)

Main arm to fixed platen (mm) 1250 1370

Sub arm to fixed platen (mm) - ‘ 180 - ‘ 180

Max. weight capacity (kg) 20 (including attachment)

Weight (ke) 1200 \ 1250 \ 1300 \ 1350
Working air pressure (Mpa) 0.6

Air consumption (N2/cyc) 238.6* ‘ 28.0* ‘ 25.0* ‘ 29.8*

Drive system Digital AC servo motor (traverse, main & sub vertical, main & sub strip)

Control system PTP - CP

Power Supply ) AC200 +10%, 3 phase (50Hz,60Hz)

% Additional 107N ¢/min is needed when vacuum ejector is used.
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This catalogue uses 100% recycled paper.

CE specification is also available. Please, consult us for details.

|.M.M. Size

40~850ton

Sophisticated, High Cost Performance Digital Servo Pick & Place Robot

HARMO Offers New € Series Robots.
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